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The carpentry cutting tool of 4 kinds ofdifferent job types and applied
introductionaa
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One. Assemble type adjustable angle carpentry milling cutterassembles type adjustable characteristic of
angle carpentrymilling cutter: Tooth or piece use coupling (bolt, bolt pressespiece etc) outfit clip is on
body; characteristic: Tooth or piece usecoupling (bolt, bolt is pressed piece etc) outfit clip is on body, or
bit is OK transhipment of through cargo disassembles blade isground. 

1. razor blade and body can be made with different material,benefit economy; 2. Bit is detachablechange,
body exploitseconomy; 3. Cutting round diameter and tooth angle can keepchangeless 4. Theangle that
can differ through spanneradjustment gets used to diverse treatment demand, one knife ismuch can. 5.
On the safe side of manufacturing productiondemand disassembles, workmanship is good,facilitate to the
knife. 

2, carpentry engrave milling cutter 1. Carpentry engrave milling cutter: Knife of abbreviation small gong,
basically use in furniture production, the cutting tool of type of a kind of handle that uses when the
production of the pattern that large machine cannot produce one part and small lot. 2. Engrave milling
cutter comprises: Diameter of blade of handle diameter * , the handle has 1/2 and 1/4 power commonly;
Return 6mm of gutty and metric handle, 12mm. The norms of carpentry engrave milling cutter: Millimeter
of 1 inch of =25.4 (Mm) ; Accordingly, 1/4=6.35mm, 1/2=12.7mm, 1-3/8=34.9mm, with this analogize.
Norms of 1/2 of × of straight knife 1/4 unscrambles: 1/4 expresses handle diameter 6.35mm, " × " have
disjunctive effect, 1/2 expresses blade diameter 12.7mm. Because this builds edge machine cutting
tool,choose " 1/4 × " . Understand " handle diameter, blade diameter " after regulation, be like bladeagain
the specific norms such as width of deepness of long, cutting, cutting, all need to examine product
standards watch. Be like again: "1-1/8 of × of 1/2 of round horn knife " , 1-1/8 changeover is metric it is
28.575mm, state place of round horn knife repairs the round diameter that come out to be 28.575mm.
Place of different milling cutter tags content each are not identical, specific norms measure shouldconsult
tag in data book. 3. Use machine: Use more at ground engrave (knife handle is gadarene,anticlockwise
rotate) , machine of mill of condole type engrave (on knife handle face, suitable hour handrotates) ,
portable engraving tool and machining center of the machine that decorate a border and CNCof
computer engraving tool. Machine rotate speed is achieved minutely on 10 thousand turn. 4. Engrave
milling cutter classifies: By treatment means can be divided to take bearing and do not take bearing two
kinds. The whirl that bearing is equivalent to cutting of a limitation profiling, as a result of its limitation, the
point of gong knife both sides relies on it to undertake modelling is machined decorating a border. 
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Milling cutter of a few kinds of commonly used carpentry reachs utility: Straight knife: Open the knife end
groovy Qing Dynasty: Open groove and clear background to repair edge knife: Repair knife of horn of
straight Bian Yuan: Repair knife of curl quick young: Repair the knife end circle of the curl that take a line:
Chamfer opening a circle 90 ° V knife: Open V chamfer to reach straight board hem knife of 45 ° bevel:
Repair knife of nose line of horse of 45 ° bevel edge: Trim 60 ° or 30 ° bevel edge 2 arc nail-clippers:
Open knife of ward of drawer shake handshandle: Open photograph casing aperture to hang in the T on
nail knife: Chamfer driving side can set a limit knife of a line: Lines of boundary of leg of archaizefurniture
chair child knife of buccal a surname: Knife of renown swallow end, board tenon just ages tenonadds up
to a knife: Tenon of round horn of floor joining together adds up to a knife: Door plank tenon

3, when the development process of axis of planing tool of carpentry of helix of axis of carpentry helix
planing tool is using carpentry planing machine, sound is very noisy, and does people all along have so:
of a kind of idea? Kind holds ? ? all? of Li of artful ? of fade of Qiang of Qian ? a kind of sedge will not
make National People's Congress is anguish. But, rise generally to the understanding of social effects of
pollution in last few years, become the big question of sociality, carpentry industry also is discussingnoise
issue. 
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The 4 large dominant positions of carpentry helix cutter shaft: 1. Energy-saving province report, force of
the attrition in easing bear cutting process is reduced apparently, cutting resistance is very little, achieved
platoon bit the effect of report of relaxed, energy-saving province; Reduced the integral negative charge
when the machine works, improved the service life of the machine greatly. 

2. heightens effect, reduced cost to improve lumber appearance bright and clean degree, decrease or
discharged working procedure of lumber arenaceous light. Improving work efficiency thereby while,
reduced finished cost greatly. 3. Raise lumber to machine crop to use Germany to import bit, single the
crucial point can use 2 months above, raised lunar lumber to machine crop substantially. 4. When raising
n cutting, won't make lumber bursts apart, reduce waste, raised n. 
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4, carpentry vertical scroll of painting or calligraphy shapes vertical scroll of painting or calligraphy of
milling cutter carpentry shapes milling cutter basically is to adding workpiece flank repairs edge formative
a kind of mill tool, basically use at dig of mill of vertical scroll of painting or calligraphy, all sides, Shuang
Duanxi, reach copy mill kind equipment. Carpentry vertical scroll of painting or calligraphy shapes the
application with the most typical cutting tool machines real wood namely, when the design machines the
carpentry cutting tool of real wood, basis place is specific the real wood hardness of treatment (density) ,
give carpentry cutting tool before role is proper span arrives in 10 ° between 25 ° , the element of size of
the role before the influence besides lumber hardness, still have machine tool structure, structure of
carpentry cutting tool, the limitation of the condition such as durability, sharp degree, the horn before
machine of vertical scroll of painting or calligraphy uses what cutting tool and gong machine use cutting
tool cannot be designed apparently same. Carpentry vertical scroll of painting or calligraphy shapes
milling cutter uses an attention: 1, clear before installation clean cutting tool and machine tool crankshaft.
2, the cutting way that cutting tool notices when installation and machine tool direction of rotation are
consistent. 3, assorted knife reachs cutting tool circumstance to add appropriate spacer according to
machining need. 4, aperture and axial requirement fits tolerance do not exceed 0.02mm. 5, after cutting
tool installs clamp, do not have become loose. 6, notice good protective cover of safe over cap. 7,
makings divide evenly is entered when treatment fast, according to different treatment material and
cutting estimate the treatment rate with right choice. 8, the blade that major chooses after cutting tool
passivation is ground.
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